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Technical Data Sheet

Tack Cloth Dustfix  hydro  Super 2050™ ®

General Characteristics:

The tack cloth Dustfix hydro Super is perfectly applicable for all painting and associated cleaning works. Its

unique water-soluble hydro-impregnation absorbs and holds dust and dry dirt reliably. The carrier material of

high standard, loose gauze tissue lets the dust enter to the inner layers and provides additional security and the

highest possible dust absorption capacity.

The impregnation is totally free from silicone and wax, absolutely compatible with all kinds of paint and it never

dries out.

Special Features:

! Impregnation water-soluble

! Advanced usability

! Improved antistatic effect

! Ecologically friendly

! Possibility of recycling

! Easy disposal

! Patent pending

Technical Specifications:

Carrier: Gauze made of unbleached cotton and viscose rayon

Thread count: 10/6  (Nm 60/70) 

Impregnation: water-soluble, non-drying polyester resin

(45 % of the total weight)

Colour: yellow

Size: 80 cm x 50 cm

Packaging: 1, 5, or 25 pieces in a poly-bag

100 or 500 pieces per box, other packages upon request

Storage: unlimited, we recommend keeping in the original package

Our technical information is given in good faith but without warranty. The application, environmental influences and painting materials
used in conjunction with our products are beyond our control and therefore entirely out of our responsibility. We recommend testing the
products supplied by us as to their suitability for the intended processes and uses.


