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Ştifturi opritoare cu bilă • cu acţiune simplă - conform NAS / MS17984
EH 4210.
 

Descrierea produsului

Ştifturile cu bilă conform normelor MS17984 / NAS1333 - 1343 sunt utilizate pentru fixare rapidă,
blocare, reglare, schimbare şi fixare. Deblocabil rapid şi uşor, şi se utilizează pentru conexiuni
repetate.
Ştifturile cu bile (Ştift cu bilă simpla acţiune) sunt produse conform normelor aviatice MS / NAS şi
testate conform normelor NAS 1332.
Tratarea suprafeţelor:
• Toate piesele din oţel inoxidabil pasivate conform AMS2700
• Toate piesele din aluminiu anodizate conform MIL-A-8625
Tratament termic:
• Corp: Rc. 40 min. (AMS2759, Condiţia H900)
• Ştift: Rc. 40 min. (AMS2759, CondiţiaH900)
• Bilă: Rc. 58-62 min. (AMS2759)

Material

Corp
• Oţel inoxidabil, călit prin precipitare, pasivat

- CRES 17-4PH (specificaţie AMS5643)

Ştift
• Oţel inoxidabil, călit prin precipitare, pasivat

- CRES 17-4PH (specificaţie AMS5643)

Arc
• Oţel inoxidabil, pasivat - CRES 302

(specificaţie ASTM-A-313)

Mâner
• Aluminiu, negru anodizat - Alum.Alloy 380

(specificaţie ASTM B85/B85)
• de la 3/8" - Aluminiu, negru anodizat -

Alum.Alloy 6061-T6 (specificaţie AMS-QQ-
A200/8)

Inel de ataşare
• Oţel inoxidabil, pasivat - CRES 302

(specificaţie ASTM A-313/A313M)

Buton de apăsare
• Oţel inoxidabil, pasivat - CRES 303

(specificaţie ASTM A484/484M)

Bilă
• Oţel inoxidabil, călit prin precipitare, pasivat

- CRES 440C (specificaţie AMS5630)

Operaţii
Ştifturile opritoare cu bilă cu acţiune simplă
sunt autoblocante. Prin apăsarea butonului se
deblochează bilele.

Mai multe informaţii

Note
Alte dimensiuni sunt disponibile la cerere.
Alte diametre / combinaţii de lungimi diferite
faţă de gama standard pot fi realizate dupa o
scurtă notificare din partea dumneavoastră.
Variantă specială la cerere.
• Dimensiunile acestui reper sunt în INCH.
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Desen

 

Informaţii comandă

DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  3/16 0,1870 0,1885 0,3 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  13,0
MS17984C303 /

NAS1333A3C03D
5315-00-993-5276 4210.A03

  3/16 0,1870 0,1885 0,4 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  15,0
MS17984C304 /

NAS1333A3C04D
5315-01-048-2798 4210.A04

  3/16 0,1870 0,1885 0,5 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  17,0
MS17984C305 /

NAS1333A3C05D
5315-01-021-0045 /
5315-00-937-1347

4210.A05

  3/16 0,1870 0,1885 0,6 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  17,0
MS17984C306 /

NAS1333A3C06D
5315-00-901-3888 4210.A06

  3/16 0,1870 0,1885 0,7 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  16,0
MS17984C307 /

NAS1333A3C07D
5315-00-349-8410 /
5315-00-904-5238

4210.A07

  3/16 0,1870 0,1885 0,8 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  15,0
MS17984C308 /

NAS1333A3C08D
5315-00-930-6660 4210.A08

  3/16 0,1870 0,1885 0,9 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  15,0
MS17984C309 /

NAS1333A3C09D
5315-00-901-3884 4210.A09

  3/16 0,1870 0,1885 1,0 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  18,0
MS17984C310 /

NAS1333A3C10D
5315-00-945-2497 4210.A10

  3/16 0,1870 0,1885 1,1 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  19,0
MS17984C311 /

NAS1333A3C11D
5315-00-159-4610 4210.A11

  3/16 0,1870 0,1885 1,2 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  16,0
MS17984C312 /

NAS1333A3C12D
– 4210.A12

  3/16 0,1870 0,1885 1,3 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  19,0
MS17984C313 /

NAS1333A3C13D
– 4210.A13

http://halder.com/ro/4210.A03
http://halder.com/ro/4210.A04
http://halder.com/ro/4210.A05
http://halder.com/ro/4210.A06
http://halder.com/ro/4210.A07
http://halder.com/ro/4210.A08
http://halder.com/ro/4210.A09
http://halder.com/ro/4210.A10
http://halder.com/ro/4210.A11
http://halder.com/ro/4210.A12
http://halder.com/ro/4210.A13
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DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  3/16 0,1870 0,1885 1,4 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  16,8
MS17984C314 /

NAS1333A3C14D
5315-00-454-0327 /
5315-00-935-3888

4210.A14

  3/16 0,1870 0,1885 1,5 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  17,0
MS17984C315 /

NAS1333A3C15D
– 4210.A15

  3/16 0,1870 0,1885 1,6 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  17,5
MS17984C316 /

NAS1333A3C16D
5315-01-071-7402 /
5315-99-730-1545

4210.A16

  3/16 0,1870 0,1885 1,7 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  17,6
MS17984C317 /

NAS1333A3C17D
5315-00-464-7099 /
5315-17-112-4326

4210.A17

  3/16 0,1870 0,1885 1,8 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  18,0
MS17984C318 /

NAS1333A3C18D
5315-00-078-0172 4210.A18

  3/16 0,1870 0,1885 1,9 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  18,0
MS17984C319 /

NAS1333A3C19D
5315-00-078-0172 4210.A19

  3/16 0,1870 0,1885 2,0 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  19,0
MS17984C320 /

NAS1333A3C20D
5315-00-044-4855 4210.A20

  3/16 0,1870 0,1885 2,1 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  19,0
MS17984C321 /

NAS1333A3C21D
5315-00-904-5218 4210.A21

  3/16 0,1870 0,1885 2,2 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  19,5
MS17984C322 /

NAS1333A3C22D
– 4210.A22

  3/16 0,1870 0,1885 2,3 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  19,6
MS17984C323 /

NAS1333A3C23D
– 4210.A23

  3/16 0,1870 0,1885 2,4 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  19,9
MS17984C324 /

NAS1333A3C24D
– 4210.A24

  3/16 0,1870 0,1885 2,5 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  20,3
MS17984C325 /

NAS1333A3C25D
– 4210.A25

  3/16 0,1870 0,1885 2,6 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  20,6
MS17984C326 /

NAS1333A3C26D
– 4210.A26

  3/16 0,1870 0,1885 2,7 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  20,9
MS17984C327 /

NAS1333A3C27D
– 4210.A27

  3/16 0,1870 0,1885 2,8 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  24,0
MS17984C328 /

NAS1333A3C28D
– 4210.A28

  3/16 0,1870 0,1885 2,9 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  21,6
MS17984C329 /

NAS1333A3C29D
– 4210.A29

  3/16 0,1870 0,1885 3,0 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  22,2
MS17984C330 /

NAS1333A3C30D
– 4210.A30

  3/16 0,1870 0,1885 3,1 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  22,2
MS17984C331 /

NAS1333A3C31D
– 4210.A31

  3/16 0,1870 0,1885 3,2 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  22,6
MS17984C332 /

NAS1333A3C32D
5315-00-209-3419 4210.A32

  3/16 0,1870 0,1885 3,3 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  22,9
MS17984C333 /

NAS1333A3C33D
– 4210.A33

  3/16 0,1870 0,1885 3,4 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  23,2
MS17984C334 /

NAS1333A3C34D
– 4210.A34

  3/16 0,1870 0,1885 3,5 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  23,5
MS17984C335 /

NAS1333A3C35D
– 4210.A35

  3/16 0,1870 0,1885 3,6 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  23,9
MS17984C336 /

NAS1333A3C36D
– 4210.A36

  3/16 0,1870 0,1885 3,7 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  24,2
MS17984C337 /

NAS1333A3C37D
– 4210.A37

  3/16 0,1870 0,1885 3,8 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  24,5
MS17984C338 /

NAS1333A3C38D
– 4210.A38

  3/16 0,1870 0,1885 3,9 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  24,9
MS17984C339 /

NAS1333A3C39D
– 4210.A39

  3/16 0,1870 0,1885 4,3 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  27,0
MS17984C343 /

NAS1333A3C43D
5315-01-366-8828 4210.A43

  3/16 0,1870 0,1885 4,4 0,220 0,26 0,31 0,44 0,800 0,83 0,48   5.150 -65 200  26,5
MS17984C344 /

NAS1333A3C44D
– 4210.A44

  1/4  0,2470 0,2485 0,3 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  15,0
MS17984C403 /

NAS1334A3C03D
5315-00-962-4476 4210.B03

  1/4  0,2470 0,2485 0,4 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  15,0
MS17984C404 /

NAS1334A3C04D
5315-00-880-5131 4210.B04

  1/4  0,2470 0,2485 0,5 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  19,0
MS17984C405 /

NAS1334A3C05D
5315-00-904-1662 /
5315-00-904-5225

4210.B05

http://halder.com/ro/4210.A14
http://halder.com/ro/4210.A15
http://halder.com/ro/4210.A16
http://halder.com/ro/4210.A17
http://halder.com/ro/4210.A18
http://halder.com/ro/4210.A19
http://halder.com/ro/4210.A20
http://halder.com/ro/4210.A21
http://halder.com/ro/4210.A22
http://halder.com/ro/4210.A23
http://halder.com/ro/4210.A24
http://halder.com/ro/4210.A25
http://halder.com/ro/4210.A26
http://halder.com/ro/4210.A27
http://halder.com/ro/4210.A28
http://halder.com/ro/4210.A29
http://halder.com/ro/4210.A30
http://halder.com/ro/4210.A31
http://halder.com/ro/4210.A32
http://halder.com/ro/4210.A33
http://halder.com/ro/4210.A34
http://halder.com/ro/4210.A35
http://halder.com/ro/4210.A36
http://halder.com/ro/4210.A37
http://halder.com/ro/4210.A38
http://halder.com/ro/4210.A39
http://halder.com/ro/4210.A43
http://halder.com/ro/4210.A44
http://halder.com/ro/4210.B03
http://halder.com/ro/4210.B04
http://halder.com/ro/4210.B05
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DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  1/4  0,2470 0,2485 0,6 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  17,0
MS17984C406 /

NAS1334A3C06D
5315-00-914-5838 4210.B06

  1/4  0,2470 0,2485 0,7 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  17,0
MS17984C407 /

NAS1334A3C07D
5315-00-901-1330 4210.B07

  1/4  0,2470 0,2485 0,8 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  18,0
MS17984C408 /

NAS1334A3C08D
5315-00-082-1825 /
5315-00-080-6777

4210.B08

  1/4  0,2470 0,2485 0,9 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  18,0
MS17984C409 /

NAS1334A3C09D
5315-00-969-6647 4210.B09

  1/4  0,2470 0,2485 1,0 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  19,0
MS17984C410 /

NAS1334A3C10D
5315-00-926-5417 /
5315-01-609-9538

4210.B10

  1/4  0,2470 0,2485 1,1 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  22,0
MS17984C411 /

NAS1334A3C11D
5315-00-453-6274 4210.B11

  1/4  0,2470 0,2485 1,2 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  20,0
MS17984C412 /

NAS1334A3C12D
5315-00-723-2463 /
5315-00-904-5213

4210.B12

  1/4  0,2470 0,2485 1,3 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  22,0
MS17984C413 /

NAS1334A3C13D
5315-00-904-1665 4210.B13

  1/4  0,2470 0,2485 1,4 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  21,0
MS17984C414 /

NAS1334A3C14D
5315-00-904-1666 4210.B14

  1/4  0,2470 0,2485 1,5 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  22,0
MS17984C415 /

NAS1334A3C15D
5315-00-904-1673 /
5315-01-502-3944

4210.B15

  1/4  0,2470 0,2485 1,6 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  25,0
MS17984C416 /

NAS1334A3C16D
5315-00-904-1672 4210.B16

  1/4  0,2470 0,2485 1,7 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  23,0
MS17984C417 /

NAS1334A3C17D
5315-00-151-5893 4210.B17

  1/4  0,2470 0,2485 1,8 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  25,0
MS17984C418 /

NAS1334A3C18D
5315-00-082-1827 /
5315-01-670-8930

4210.B18

  1/4  0,2470 0,2485 1,9 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  24,0
MS17984C419 /

NAS1334A3C19D
5315-00-494-8525 4210.B19

  1/4  0,2470 0,2485 2,0 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  26,0
MS17984C420 /

NAS1334A3C20D
5315-00-904-1671 /
5315-01-319-7392

4210.B20

  1/4  0,2470 0,2485 2,1 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  26,0
MS17984C421 /

NAS1334A3C21D
5315-01-706-6661 /
4315-00-904-1670

4210.B21

  1/4  0,2470 0,2485 2,2 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  26,0
MS17984C422 /

NAS1334A3C22D
5315-01-118-5098 4210.B22

  1/4  0,2470 0,2485 2,3 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  29,0
MS17984C423 /

NAS1334A3C23D
5315-00-177-3722 4210.B23

  1/4  0,2470 0,2485 2,4 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  27,7
MS17984C424 /

NAS1334A3C24D
5315-01-053-7105 /
5315-00-904-5232

4210.B24

  1/4  0,2470 0,2485 2,5 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  28,0
MS17984C425 /

NAS1334A3C25D
5315-00-052-7056 /
5315-01-667-1948

4210.B25

  1/4  0,2470 0,2485 2,6 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  28,0
MS17984C426 /

NAS1334A3C26D
5315-00-143-0642 4210.B26

  1/4  0,2470 0,2485 2,7 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  29,3
MS17984C427 /

NAS1334A3C27D
– 4210.B27

  1/4  0,2470 0,2485 2,8 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  32,0
MS17984C428 /

NAS1334A3C28D
5315-01-072-4800 4210.B28

  1/4  0,2470 0,2485 2,9 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  33,0
MS17984C429 /

NAS1334A3C29D
5315-01-012-2113 4210.B29

  1/4  0,2470 0,2485 3,0 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  31,0
MS17984C430 /

NAS1334A3C30D
5315-01-609-9511 4210.B30

  1/4  0,2470 0,2485 3,1 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  31,0
MS17984C431 /

NAS1334A3C31D
5315-00-571-9629 4210.B31

  1/4  0,2470 0,2485 3,2 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  32,3
MS17984C432 /

NAS1334A3C32D
5315-00-916-6579 4210.B32

  1/4  0,2470 0,2485 3,3 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  33,3
MS17984C433 /

NAS1334A3C33D
5315-00-158-3761 4210.B33

  1/4  0,2470 0,2485 3,4 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  33,5
MS17984C434 /

NAS1334A3C34D
5315-00-158-3761 4210.B34

  1/4  0,2470 0,2485 3,5 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  34,0
MS17984C435 /

NAS1334A3C35D
5315-01-235-6193 4210.B35

  1/4  0,2470 0,2485 3,6 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  34,7
MS17984C436 /

NAS1334A3C36D
5315-00-158-3761 4210.B36

http://halder.com/ro/4210.B06
http://halder.com/ro/4210.B07
http://halder.com/ro/4210.B08
http://halder.com/ro/4210.B09
http://halder.com/ro/4210.B10
http://halder.com/ro/4210.B11
http://halder.com/ro/4210.B12
http://halder.com/ro/4210.B13
http://halder.com/ro/4210.B14
http://halder.com/ro/4210.B15
http://halder.com/ro/4210.B16
http://halder.com/ro/4210.B17
http://halder.com/ro/4210.B18
http://halder.com/ro/4210.B19
http://halder.com/ro/4210.B20
http://halder.com/ro/4210.B21
http://halder.com/ro/4210.B22
http://halder.com/ro/4210.B23
http://halder.com/ro/4210.B24
http://halder.com/ro/4210.B25
http://halder.com/ro/4210.B26
http://halder.com/ro/4210.B27
http://halder.com/ro/4210.B28
http://halder.com/ro/4210.B29
http://halder.com/ro/4210.B30
http://halder.com/ro/4210.B31
http://halder.com/ro/4210.B32
http://halder.com/ro/4210.B33
http://halder.com/ro/4210.B34
http://halder.com/ro/4210.B35
http://halder.com/ro/4210.B36
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DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  1/4  0,2470 0,2485 3,7 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  35,3
MS17984C437 /

NAS1334A3C37D
5315-01-106-7075 4210.B37

  1/4  0,2470 0,2485 3,8 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  35,9
MS17984C438 /

NAS1334A3C38D
5315-00-158-3761 4210.B38

  1/4  0,2470 0,2485 3,9 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  36,5
MS17984C439 /

NAS1334A3C39D
5315-00-158-3761 4210.B39

  1/4  0,2470 0,2485 4,2 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  38,8
MS17984C442 /

NAS1334A3C42D
– 4210.B42

  1/4  0,2470 0,2485 4,3 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  38,9
MS17984C443 /

NAS1334A3C43D
5315-00-150-3009 4210.B43

  1/4  0,2470 0,2485 4,4 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  39,5
MS17984C444 /

NAS1334A3C44D
– 4210.B44

  1/4  0,2470 0,2485 4,5 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  40,0
MS17984C445 /

NAS1334A3C45D
– 4210.B45

  1/4  0,2470 0,2485 5,0 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  43,7
MS17984C450 /

NAS1334A3C50D
– 4210.B50

  1/4  0,2470 0,2485 5,4 0,289 0,29 0,31 0,44 0,800 0,89 0,48   9.200 -65 200  46,2
MS17984C454 /

NAS1334A3C54D
– 4210.B54

  5/16 0,3095 0,3110 0,3 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  18,7
MS17984C503 /

NAS1335A3C03D
5315-00-421-7850 4210.C03

  5/16 0,3095 0,3110 0,4 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  19,7
MS17984C504 /

NAS1335A3C04D
5315-00-421-7850 4210.C04

  5/16 0,3095 0,3110 0,5 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  20,6
MS17984C505 /

NAS1335A3C05D
5315-00-904-5271 /
5315-00-904-5247

4210.C05

  5/16 0,3095 0,3110 0,6 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  21,0
MS17984C506 /

NAS1335A3C06D
5315-00-786-4797 /
5315-00-904-5248

4210.C06

  5/16 0,3095 0,3110 0,7 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  22,0
MS17984C507 /

NAS1335A3C07D
– 4210.C07

  5/16 0,3095 0,3110 0,8 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  25,0
MS17984C508 /

NAS1335A3C08D
5315-00-904-6182 4210.C08

  5/16 0,3095 0,3110 0,9 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  24,0
MS17984C509 /

NAS1335A3C09D
5315-00-082-1829 /
5315-01-089-4259

4210.C09

  5/16 0,3095 0,3110 1,0 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  25,0
MS17984C510 /

NAS1335A3C10D
5315-00-904-5251 /
5315-00-904-6183

4210.C10

  5/16 0,3095 0,3110 1,1 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  26,3
MS17984C511 /

NAS1335A3C11D
5315-00-068-0250 /
5315-01-667-6922

4210.C11

  5/16 0,3095 0,3110 1,2 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  27,0
MS17984C512 /

NAS1335A3C12D
– 4210.C12

  5/16 0,3095 0,3110 1,3 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  28,0
MS17984C513 /

NAS1335A3C13D
5315-01-059-2555 /
5315-00-924-8161

4210.C13

  5/16 0,3095 0,3110 1,4 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  31,0
MS17984C514 /

NAS1335A3C14D
5315-00-082-1833 4210.C14

  5/16 0,3095 0,3110 1,5 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  30,0
MS17984C515 /

NAS1335A3C15D
– 4210.C15

  5/16 0,3095 0,3110 1,6 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  31,0
MS17984C516 /

NAS1335A3C16D
– 4210.C16

  5/16 0,3095 0,3110 1,7 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  31,0
MS17984C517 /

NAS1335A3C17D
– 4210.C17

  5/16 0,3095 0,3110 1,8 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  32,0
MS17984C518 /

NAS1335A3C18D
– 4210.C18

  5/16 0,3095 0,3110 1,9 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  33,0
MS17984C519 /

NAS1335A3C19D
5315-01-287-0991 4210.C19

  5/16 0,3095 0,3110 2,0 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  34,0
MS17984C520 /

NAS1335A3C20D
5315-01-134-3336 4210.C20

  5/16 0,3095 0,3110 2,1 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  35,8
MS17984C521 /

NAS1335A3C21D
5315-01-014-4461 4210.C21

  5/16 0,3095 0,3110 2,2 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  36,0
MS17984C522 /

NAS1335A3C22D
5315-01-366-8831 4210.C22

  5/16 0,3095 0,3110 2,3 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  37,0
MS17984C523 /

NAS1335A3C23D
– 4210.C23

  5/16 0,3095 0,3110 2,4 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  38,6
MS17984C524 /

NAS1335A3C24D
– 4210.C24

http://halder.com/ro/4210.B37
http://halder.com/ro/4210.B38
http://halder.com/ro/4210.B39
http://halder.com/ro/4210.B42
http://halder.com/ro/4210.B43
http://halder.com/ro/4210.B44
http://halder.com/ro/4210.B45
http://halder.com/ro/4210.B50
http://halder.com/ro/4210.B54
http://halder.com/ro/4210.C03
http://halder.com/ro/4210.C04
http://halder.com/ro/4210.C05
http://halder.com/ro/4210.C06
http://halder.com/ro/4210.C07
http://halder.com/ro/4210.C08
http://halder.com/ro/4210.C09
http://halder.com/ro/4210.C10
http://halder.com/ro/4210.C11
http://halder.com/ro/4210.C12
http://halder.com/ro/4210.C13
http://halder.com/ro/4210.C14
http://halder.com/ro/4210.C15
http://halder.com/ro/4210.C16
http://halder.com/ro/4210.C17
http://halder.com/ro/4210.C18
http://halder.com/ro/4210.C19
http://halder.com/ro/4210.C20
http://halder.com/ro/4210.C21
http://halder.com/ro/4210.C22
http://halder.com/ro/4210.C23
http://halder.com/ro/4210.C24
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DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  5/16 0,3095 0,3110 2,5 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  39,0
MS17984C525 /

NAS1335A3C25D
5315-01-235-2241 4210.C25

  5/16 0,3095 0,3110 2,6 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  40,0
MS17984C526 /

NAS1335A3C26D
– 4210.C26

  5/16 0,3095 0,3110 2,7 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  41,0
MS17984C527 /

NAS1335A3C27D
– 4210.C27

  5/16 0,3095 0,3110 2,8 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  42,4
MS17984C528 /

NAS1335A3C28D
– 4210.C28

  5/16 0,3095 0,3110 2,9 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  43,0
MS17985C529 /

NAS1335A3C29D
– 4210.C29

  5/16 0,3095 0,3110 3,0 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  47,0
MS17984C530 /

NAS1335A3C30D
5315-01-456-0370 /
5315-01-538-2688

4210.C30

  5/16 0,3095 0,3110 3,1 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  45,2
MS17984C531 /

NAS1335A3C31D
– 4210.C31

  5/16 0,3095 0,3110 3,2 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  46,2
MS17984C532 /

NAS1335A3C32D
– 4210.C32

  5/16 0,3095 0,3110 3,3 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  47,1
MS17984C533 /

NAS1335A3C33D
– 4210.C33

  5/16 0,3095 0,3110 3,4 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  47,0
MS17984C534 /

NAS1335A3C34D
– 4210.C34

  5/16 0,3095 0,3110 3,5 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  49,0
MS17984C535 /

NAS1335A3C35D
– 4210.C35

  5/16 0,3095 0,3110 3,6 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  49,0
MS17984C536 /

NAS1335A3C36D
– 4210.C36

  5/16 0,3095 0,3110 3,7 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  50,9
MS17984C537 /

NAS1335A3C37D
– 4210.C37

  5/16 0,3095 0,3110 3,8 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  53,0
MS17984C538 /

NAS1335A3C38D
5315-00-218-1845 4210.C38

  5/16 0,3095 0,3110 3,9 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  52,8
MS17984C539 /

NAS1335A3C39D
– 4210.C39

  5/16 0,3095 0,3110 4,0 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  53,7
MS17984C540 /

NAS1335A3C40D
5315-00-421-7850 4210.C40

  5/16 0,3095 0,3110 4,1 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  54,0
MS17984C541 /

NAS1335A3C41D
– 4210.C41

  5/16 0,3095 0,3110 4,9 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  65,0
MS17984C549 /

NAS1335A3C49D
5315-01-120-3942 4210.C49

  5/16 0,3095 0,3110 5,0 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  63,2
MS17984C550 /

NAS1335A3C50D
– 4210.C50

  5/16 0,3095 0,3110 6,0 0,375 0,33 0,31 0,49 1,135 0,93 0,48  14.400 -65 200  72,7
MS17984C560 /

NAS1335A3C60D
– 4210.C60

  3/8  0,3720 0,3735 0,3 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  26,4
MS17984C603 /

NAS1336A3C03D
– 4210.D03

  3/8  0,3720 0,3735 0,4 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  27,7
MS17984C604 /

NAS1336A3C04D
– 4210.D04

  3/8  0,3720 0,3735 0,5 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  29,1
MS17984C605 /

NAS1336A3C05D
5315-00-007-1549 4210.D05

  3/8  0,3720 0,3735 0,6 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  30,0
MS17984C606 /

NAS1336A3C06D
5315-00-158-3750 4210.D06

  3/8  0,3720 0,3735 0,7 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  31,0
MS17984C607 /

NAS1336A3C07D
5315-00-901-3778 4210.D07

  3/8  0,3720 0,3735 0,8 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  33,2
MS17984C608 /

NAS1336A3C08D
5315-00-904-4789 4210.D08

  3/8  0,3720 0,3735 0,9 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  34,0
MS17984C609 /

NAS1336A3C09D
5315-00-904-4788 4210.D09

  3/8  0,3720 0,3735 1,0 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  36,0
MS17984C610 /

NAS1336A3C10D
5315-00-432-0776 4210.D10

  3/8  0,3720 0,3735 1,1 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  37,0
MS17984C611 /

NAS1336A3C11D
5315-00-782-1820 4210.D11

  3/8  0,3720 0,3735 1,2 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  38,0
MS17984C612 /

NAS1336A3C12D
5315-00-058-1703 /
5315-00-904-6178

4210.D12

  3/8  0,3720 0,3735 1,3 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  40,0
MS17984C613 /

NAS1336A3C13D
5315-00-904-4786 4210.D13

http://halder.com/ro/4210.C25
http://halder.com/ro/4210.C26
http://halder.com/ro/4210.C27
http://halder.com/ro/4210.C28
http://halder.com/ro/4210.C29
http://halder.com/ro/4210.C30
http://halder.com/ro/4210.C31
http://halder.com/ro/4210.C32
http://halder.com/ro/4210.C33
http://halder.com/ro/4210.C34
http://halder.com/ro/4210.C35
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http://halder.com/ro/4210.C37
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http://halder.com/ro/4210.D12
http://halder.com/ro/4210.D13
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DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  3/8  0,3720 0,3735 1,4 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  41,0
MS17984C614 /

NAS1336A3C14D
5315-00-900-3052 /
5315-00-904-5246

4210.D14

  3/8  0,3720 0,3735 1,5 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  42,0
MS17984C615 /

NAS1336A3C15D
5315-00-937-0965 4210.D15

  3/8  0,3720 0,3735 1,6 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  43,0
MS17984C616 /

NAS1336A3C16D
5315-00-007-6103 /
5315-00-174-8667

4210.D16

  3/8  0,3720 0,3735 1,7 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  45,0
MS17984C617 /

NAS1336A3C17D
5315-00-984-6825 4210.D17

  3/8  0,3720 0,3735 1,8 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  47,0
MS17984C618 /

NAS1336A3C18D
5315-00-453-6278 4210.D18

  3/8  0,3720 0,3735 1,9 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  48,1
MS17984C619 /

NAS1336A3C19D
5315-00-904-4785 /
5315-00-904-5246

4210.D19

  3/8  0,3720 0,3735 2,0 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  49,0
MS17984C620 /

NAS1336A3C20D
5315-00-470-3224 /
5315-00-177-4148

4210.D20

  3/8  0,3720 0,3735 2,1 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  50,9
MS17984C621 /

NAS1336A3C21D
5315-00-301-4549 4210.D21

  3/8  0,3720 0,3735 2,2 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  51,0
MS17984C622 /

NAS1336A3C22D
5315-00-242-7209 4210.D22

  3/8  0,3720 0,3735 2,3 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  53,6
MS17984C623 /

NAS1336A3C23D
5315-00-831-6570 4210.D23

  3/8  0,3720 0,3735 2,4 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  54,0
MS17984C624 /

NAS1336A3C24D
5315-00-150-2562 /
5315-00-933-3193

4210.D24

  3/8  0,3720 0,3735 2,5 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  56,0
MS17984C625 /

NAS1336A3C25D
5315-00-082-1836 /
5315-00-143-0658

4210.D25

  3/8  0,3720 0,3735 2,6 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  57,0
MS17984C626 /

NAS1336A3C26D
5315-00-630-2409 /
5315-01-181-0894

4210.D26

  3/8  0,3720 0,3735 2,7 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  58,0
MS17984C627 /

NAS1336A3C27D
5315-01-132-0224 4210.D27

  3/8  0,3720 0,3735 2,8 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  59,0
MS17984C628 /

NAS1336A3C28D
5315-00-917-6355 4210.D28

  3/8  0,3720 0,3735 2,9 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  61,7
MS17984C629 /

NAS1336A3C29D
– 4210.D29

  3/8  0,3720 0,3735 3,0 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  58,0
MS17984C630 /

NAS1336A3C30D
5315-00-222-1711 /
5315-01-325-8525

4210.D30

  3/8  0,3720 0,3735 3,1 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  64,0
MS17984C631 /

NAS1336A3C31D
5315-00-220-2554 4210.D31

  3/8  0,3720 0,3735 3,2 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  65,0
MS17984C632 /

NAS1336A3C32D
– 4210.D32

  3/8  0,3720 0,3735 3,3 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  67,2
MS17984C633 /

NAS1336A3C33D
– 4210.D33

  3/8  0,3720 0,3735 3,4 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  67,0
MS17984C634 /

NAS1336A3C34D
– 4210.D34

  3/8  0,3720 0,3735 3,5 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  69,9
MS17984C635 /

NAS1336A3C35D
5315-00-761-3036 4210.D35

  3/8  0,3720 0,3735 3,6 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  71,2
MS17984C636 /

NAS1336A3C36D
5315-01-031-5200 4210.D36

  3/8  0,3720 0,3735 3,7 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  73,0
MS17984C637 /

NAS1336A3C37D
5315-00-916-9448 /
5315-00-904-6833

4210.D37

  3/8  0,3720 0,3735 3,8 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  73,0
MS17984C638 /

NAS1336A3C38D
– 4210.D38

  3/8  0,3720 0,3735 3,9 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  75,3
MS17984C6439 /
NAS1336A3C39D

5315-01-700-8612 4210.D39

  3/8  0,3720 0,3735 4,0 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  76,7
MS17984C640 /

NAS1336A3C40D
5315-01-133-7388 4210.D40

  3/8  0,3720 0,3735 4,5 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  82,0
MS17984C645 /

NAS1336A3C45D
– 4210.D45

  3/8  0,3720 0,3735 4,6 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  82,0
MS17984C646 /

NAS1336A3C46D
5315-00-553-2059 4210.D46

  3/8  0,3720 0,3735 5,0 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  90,3
MS17984C650 /

NAS1336A3C50D
5315-00-904-6834 4210.D50

  3/8  0,3720 0,3735 5,3 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200  94,4
MS17984C653 /

NAS1336A3C53D
5315-00-593-3082 4210.D53

http://halder.com/ro/4210.D14
http://halder.com/ro/4210.D15
http://halder.com/ro/4210.D16
http://halder.com/ro/4210.D17
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http://halder.com/ro/4210.D21
http://halder.com/ro/4210.D22
http://halder.com/ro/4210.D23
http://halder.com/ro/4210.D24
http://halder.com/ro/4210.D25
http://halder.com/ro/4210.D26
http://halder.com/ro/4210.D27
http://halder.com/ro/4210.D28
http://halder.com/ro/4210.D29
http://halder.com/ro/4210.D30
http://halder.com/ro/4210.D31
http://halder.com/ro/4210.D32
http://halder.com/ro/4210.D33
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http://halder.com/ro/4210.D46
http://halder.com/ro/4210.D50
http://halder.com/ro/4210.D53
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DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  3/8  0,3720 0,3735 6,0 0,440 0,36 0,39 0,57 1,135 1,04 0,62  20.700 -65 200 104,0
MS17984C660 /

NAS1336A3C60D
– 4210.D60

  7/16 0,4345 0,4360 0,8 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  42,0
MS17984C708 /

NAS1337A3C08D
– 4210.E08

  7/16 0,4345 0,4360 1,0 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  46,0
MS17984C710 /

NAS1337A3C10D
– 4210.E10

  7/16 0,4345 0,4360 1,2 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  53,0
MS17984C712 /

NAS1337A3C12D
– 4210.E12

  7/16 0,4345 0,4360 1,3 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  51,0
MS17984C713 /

NAS1337A3C13D
– 4210.E13

  7/16 0,4345 0,4360 1,4 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  53,0
MS17984C714 /

NAS1337A3C14D
– 4210.E14

  7/16 0,4345 0,4360 1,5 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  55,3
MS17984C715 /

NAS1337A3C15D
– 4210.E15

  7/16 0,4345 0,4360 1,6 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  57,0
MS17984C716 /

NAS1337A3C16D
5315-00-904-6185 /
5315-00-921-0030

4210.E16

  7/16 0,4345 0,4360 1,7 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  59,0
MS17984C717 /

NAS1337A3C17D
– 4210.E17

  7/16 0,4345 0,4360 1,8 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  61,0
MS17984C718 /

NAS1337A3C18D
– 4210.E18

  7/16 0,4345 0,4360 2,0 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  64,0
MS17984C720 /

NAS1337A3C20D
5315-01-221-0825 4210.E20

  7/16 0,4345 0,4360 2,2 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  68,0
MS17984C722 /

NAS1337A3C22D
– 4210.E22

  7/16 0,4345 0,4360 2,5 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  73,0
MS17984C725 /

NAS1337A3C25D
– 4210.E25

  7/16 0,4345 0,4360 2,6 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  77,0
MS17984C726 /

NAS1337A3C26D
5315-01-014-4460 4210.E26

  7/16 0,4345 0,4360 3,2 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  86,0
MS17984C732 /

NAS1337A3C32D
– 4210.E32

  7/16 0,4345 0,4360 3,7 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  96,2
MS17984C737 /

NAS1337A3C37D
– 4210.E37

  7/16 0,4345 0,4360 3,8 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200  97,0
MS17984C738 /

NAS1337A3C38D
5315-01-706-5828 4210.E38

  7/16 0,4345 0,4360 4,0 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200 105,0
MS17984C740 /

NAS1337A3C40D
– 4210.E40

  7/16 0,4345 0,4360 4,2 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200 105,0
MS17984C742 /

NAS1337A3C42D
– 4210.E42

  7/16 0,4345 0,4360 5,0 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200 119,0
MS17984C750 /

NAS1337A3C50D
– 4210.E50

  7/16 0,4345 0,4360 6,0 0,509 0,38 0,39 0,63 1,400 1,16 0,62  28.500 -65 200 138,0
MS17984C760 /

NAS1337A3C60D
– 4210.E60

  1/2  0,4970 0,4985 0,5 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  53,0
MS17984C805 /

NAS1338A3C05D
– 4210.F05

  1/2  0,4970 0,4985 0,8 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  60,0
MS17984C808 /

NAS1338A3C08D
– 4210.F08

  1/2  0,4970 0,4985 0,9 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  63,2
MS17984C809 /

NAS1338A3C09D
5315-00-135-9764 /
5315-00-135-7160

4210.F09

  1/2  0,4970 0,4985 1,0 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  65,4
MS17984C811 /

NAS1338A3C11D
5315-00-757-3574 4210.F10

  1/2  0,4970 0,4985 1,1 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  67,0
MS17984C811 /

NAS1338A3C11D
5315-00-630-2410 4210.F11

  1/2  0,4970 0,4985 1,3 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  72,0
MS17984C813 /

NAS1338A3C13D
– 4210.F13

  1/2  0,4970 0,4985 1,4 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  75,0
MS17984C814 /

NAS1338A3C14D
5315-00-904-4782 4210.F14

  1/2  0,4970 0,4985 1,5 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  77,0
MS17984C815 /

NAS1338A3C15D
5315-00-043-3961 4210.F15

  1/2  0,4970 0,4985 1,6 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  80,3
MS17984C816 /

NAS1338A3C16D
5315-01-010-3735 /
5315-01-670-4295

4210.F16

  1/2  0,4970 0,4985 1,7 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 119,0
MS17984C817 /

NAS1338A3C17D
5315-00-234-9640 4210.F17

http://halder.com/ro/4210.D60
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DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  1/2  0,4970 0,4985 1,8 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  88,0
MS17984C818 /

NAS1338A3C18D
5315-00-252-9921 /
5315-00-043-0497

4210.F18

  1/2  0,4970 0,4985 1,9 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  87,0
MS17984C819 /

NAS1338A3C19D
5315-00-904-4781 /
5315-01-021-0024

4210.F19

  1/2  0,4970 0,4985 2,0 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  96,0
MS17984C820 /

NAS1338A3C20D
– 4210.F20

  1/2  0,4970 0,4985 2,1 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  91,0
MS17984C821 /

NAS1338A3C21D
5315-00-904-4780 4210.F21

  1/2  0,4970 0,4985 2,2 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 101,0
MS17984C822 /

NAS1338A3C22D
– 4210.F22

  1/2  0,4970 0,4985 2,3 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  96,0
MS17984C823 /

NAS1338A3C23D
5315-00-453-6280 4210.F23

  1/2  0,4970 0,4985 2,4 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200  98,0
MS17984C824 /

NAS1338A3C24D
5315-00-575-5740 4210.F24

  1/2  0,4970 0,4985 2,5 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 102,0
MS17984C825 /

NAS1338A3C25D
– 4210.F25

  1/2  0,4970 0,4985 2,6 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 103,0
MS17984C826 /

NAS1338A3C26D
5315-01-085-6816 4210.F26

  1/2  0,4970 0,4985 2,7 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 106,0
MS17984C827 /

NAS1338A3C27D
– 4210.F27

  1/2  0,4970 0,4985 2,8 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 108,0
MS17984C828 /

NAS1338A3C28D
5315-00-082-1891 4210.F28

  1/2  0,4970 0,4985 3,0 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 117,0
MS17984C830 /

NAS1338A3C30D
5315-00-908-0945 /
5315-01-558-8879

4210.F30

  1/2  0,4970 0,4985 3,1 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 115,0
MS17984C831 /

NAS1338A3C31D
5315-00-251-7619 4210.F31

  1/2  0,4970 0,4985 3,2 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 118,0
MS17984C832 /

NAS1338A3C32D
5315-01-095-6741 4210.F32

  1/2  0,4970 0,4985 3,3 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 120,0
MS17984C833 /

NAS1338A3C33D
5315-00-257-3057 4210.F33

  1/2  0,4970 0,4985 3,4 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 123,0
MS17984C834 /

NAS1338A3C34D
5315-00-158-0434 /
5315-01-223-7194

4210.F34

  1/2  0,4970 0,4985 3,5 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 126,6
MS17984C835 /

NAS1338A3C35D
5315-00-007-6102 /
5895-01-578-3023

4210.F35

  1/2  0,4970 0,4985 3,6 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 127,0
MS17984C836 /

NAS1338A3C36D
5315-00-159-3746 4210.F36

  1/2  0,4970 0,4985 3,9 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 136,0
MS17984C839 /

NAS1338A3C39D
– 4210.F39

  1/2  0,4970 0,4985 4,0 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 144,0
MS17984C840 /

NAS1338A3C40D
– 4210.F40

  1/2  0,4970 0,4985 4,1 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 139,0
MS17984C841 /

NAS1338A3C41D
– 4210.F41

  1/2  0,4970 0,4985 4,2 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 143,0
MS17984C842 /

NAS1338A3C42D
5315-01-284-0910 4210.F42

  1/2  0,4970 0,4985 4,3 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 144,0
MS17984C843 /

NAS1338A3C43D
5315-00-514-6948 4210.F43

  1/2  0,4970 0,4985 5,0 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 161,0
MS17984C850 /

NAS1338A3C50D
5315-01-129-2309 /
5315-00-409-4614

4210.F50

  1/2  0,4970 0,4985 5,1 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 165,6
MS17984C851 /

NAS1338A3C51D
5315-00-119-7622 4210.F51

  1/2  0,4970 0,4985 5,2 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 166,0
MS17984C852 /

NAS1338A3C52D
– 4210.F52

  1/2  0,4970 0,4985 6,0 0,594 0,46 0,56 0,72 1,400 1,19 0,72  36.900 -65 200 190,0
MS17984C860 /

NAS1338A3C60D
5315-01-030-5808 /
5315-01-107-4724

4210.F60

  9/16 0,5595 0,5610 1,3 0,666 0,51 0,56 0,77 1,650 1,41 0,95  46.700 -65 200  90,2
MS17984C913 /

NAS1339A3C13D
– 4210.G13

  9/16 0,5595 0,5610 1,5 0,666 0,51 0,56 0,77 1,650 1,41 0,95  46.700 -65 200  96,0
MS17984C915 /

NAS1339A3C15D
5315-00-338-1798 4210.G15

  9/16 0,5595 0,5610 1,7 0,666 0,51 0,56 0,77 1,650 1,41 0,95  46.700 -65 200 102,0
MS17984C917 /

NAS1339A3C17D
5315-01-149-2117 4210.G17

  9/16 0,5595 0,5610 1,9 0,666 0,51 0,56 0,77 1,650 1,41 0,95  46.700 -65 200 109,0
MS17984C519 /

NAS1335A3C19D
– 4210.G19

http://halder.com/ro/4210.F18
http://halder.com/ro/4210.F19
http://halder.com/ro/4210.F20
http://halder.com/ro/4210.F21
http://halder.com/ro/4210.F22
http://halder.com/ro/4210.F23
http://halder.com/ro/4210.F24
http://halder.com/ro/4210.F25
http://halder.com/ro/4210.F26
http://halder.com/ro/4210.F27
http://halder.com/ro/4210.F28
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http://halder.com/ro/4210.F33
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DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  9/16 0,5595 0,5610 2,0 0,666 0,51 0,56 0,77 1,650 1,41 0,95  46.700 -65 200 111,0
MS17984C920 /

NAS1339A3C20D
– 4210.G20

  9/16 0,5595 0,5610 2,5 0,666 0,51 0,56 0,77 1,650 1,41 0,95  46.700 -65 200 135,0
MS17984C925 /

NAS1339A3C25D
– 4210.G25

  9/16 0,5595 0,5610 3,4 0,666 0,51 0,56 0,77 1,650 1,41 0,95  46.700 -65 200 154,0
MS17984C934 /

NAS1339A3C34D
– 4210.G34

  9/16 0,5595 0,5610 4,0 0,666 0,51 0,56 0,77 1,650 1,41 0,95  46.700 -65 200 175,0
MS17984C940 /

NAS1339A3C40D
– 4210.G40

  5/8  0,6220 0,6235 1,3 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 127,0
MS17984C1013 /
NAS1340A3C13D

4920-01-573-8716 4210.H13

  5/8  0,6220 0,6235 1,4 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 129,0
MS17984C1014 /
NAS1340A3C14D

5315-00-005-0613 4210.H14

  5/8  0,6220 0,6235 1,5 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 134,0
MS17984C1015 /
NAS1340A3C15D

5315-01-514-9214 /
5315-00-338-1586

4210.H15

  5/8  0,6220 0,6235 1,7 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 141,0
MS17984C1017 /
NAS1340A3C17D

– 4210.H17

  5/8  0,6220 0,6235 1,8 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 146,0
MS17984C1018 /
NAS1340A3C18D

– 4210.H18

  5/8  0,6220 0,6235 2,0 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 152,0
MS17984C1020 /
NAS1340A3C20D

– 4210.H20

  5/8  0,6220 0,6235 3,0 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 190,0
MS17984C1030 /
NAS1340A3C30D

– 4210.H30

  5/8  0,6220 0,6235 3,2 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 200,0
MS17984C1032 /
NAS1340A3C32D

– 4210.H32

  5/8  0,6220 0,6235 3,7 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 217,0
MS17984C1037 /
NAS1340A3C37D

– 4210.H37

  5/8  0,6220 0,6235 4,0 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 220,0
MS17984C1040 /
NAS1340A3C40D

– 4210.H40

  5/8  0,6220 0,6235 4,6 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 254,0
MS17984C1046 /
NAS1340A3C46D

– 4210.H46

  5/8  0,6220 0,6235 5,6 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 289,0
MS17984C1056 /
NAS1340A3C56D

– 4210.H56

  5/8  0,6220 0,6235 5,9 0,750 0,58 0,58 0,87 1,700 0,95 0,95  57.800 -65 200 304,0
MS17984C1059 /
NAS1340A3C59D

– 4210.H59

  3/4  0,7470 0,7485 0,9 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 157,0
MS17984C1209 /
NAS1341A3C09D

– 4210.K09

  3/4  0,7470 0,7485 1,8 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 207,0
MS17984C1218 /
NAS1341A3C18D

5315-01-676-9829 4210.K18

  3/4  0,7470 0,7485 2,0 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 216,0
MS17984C1220 /
NAS1341A3C20D

5315-01-022-3941 4210.K20

  3/4  0,7470 0,7485 2,2 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 232,0
MS17984C1222 /
NAS1341A3C22D

5315-00-904-4139 4210.K22

  3/4  0,7470 0,7485 2,3 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 237,0
MS17984C1223 /
NAS1341A3C23D

– 4210.K23

  3/4  0,7470 0,7485 2,4 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 238,0
MS17984C1224 /
NAS1341A3C24D

5315-00-492-6967 4210.K24

  3/4  0,7470 0,7485 2,5 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 248,0
MS17984C1225 /
NAS1341A3C25D

– 4210.K25

  3/4  0,7470 0,7485 2,6 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 254,0
MS17984C1226 /
NAS1341A3C26D

5315-00-855-3411 4210.K26

  3/4  0,7470 0,7485 2,9 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 268,0
MS17984C1229 /
NAS1341A3C29D

– 4210.K29

  3/4  0,7470 0,7485 3,0 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 276,0
MS17984C1230 /
NAS1341A3C30D

– 4210.K30

  3/4  0,7470 0,7485 3,1 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 279,0
MS17984C1231 /
NAS1341A3C31D

– 4210.K31

  3/4  0,7470 0,7485 3,4 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 296,0
MS17984C1234 /
NAS1341A3C34D

– 4210.K34

  3/4  0,7470 0,7485 3,6 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 307,0
MS17984C1236 /
NAS1341A3C36D

– 4210.K36

  3/4  0,7470 0,7485 4,0 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 333,0
MS17984C1240 /
NAS1341A3C40D

– 4210.K40

http://halder.com/ro/4210.G20
http://halder.com/ro/4210.G25
http://halder.com/ro/4210.G34
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DimensiuniDiametrul
nominal

A

A
min.

A
max.

Lungime
de

prindere
L

+0,02
0

B
±0,005

C
0

-0,04

D
max.

E
max.

F
max.

G
max.

H
min.

Rezistenţa
la

forfecare,
dublă
min.

min. max.

Standard NSN (Număr
Naţional de Stoc)

Ref. Nr.

[inch] [inch] [inch] [inch] [inch] [lbf] [°F] [g]

  3/4  0,7470 0,7485 5,2 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 396,0
MS17984C1252 /
NAS1341A3C52D

– 4210.K52

  3/4  0,7470 0,7485 5,5 0,887 0,67 0,70 1,00 1,900 1,68 1,14  83.200 -65 200 422,0
MS17984C1255 /
NAS1341A3C55D

– 4210.K55

  7/8  0,8735 0,8750 2,0 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 326,0
MS17984C1420 /
NAS1342A3C20D

– 4210.L20

  7/8  0,8735 0,8750 2,4 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 356,0
MS17984C1424 /
NAS1342A3C24D

5315-01-578-6687 4210.L24

  7/8  0,8735 0,8750 2,5 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 365,0
MS17984C1425 /
NAS1342A3C25D

5315-01-033-6089 4210.L25

  7/8  0,8735 0,8750 2,6 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 373,0
MS17984C1426 /
NAS1342A3C26D

– 4210.L26

  7/8  0,8735 0,8750 2,7 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 379,0
MS17984C1427 /
NAS1342A3C27D

– 4210.L27

  7/8  0,8735 0,8750 2,8 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 386,0
MS17984C1428 /
NAS1342A3C28D

– 4210.L28

  7/8  0,8735 0,8750 3,2 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 418,0
MS17984C1432 /
NAS1342A3C32D

– 4210.L32

  7/8  0,8735 0,8750 3,4 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 432,0
MS17984C1434 /
NAS1342A3C34D

– 4210.L34

  7/8  0,8735 0,8750 4,0 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 473,0
MS17984C1440 /
NAS1342A3C40D

– 4210.L40

  7/8  0,8735 0,8750 6,0 1,046 0,76 0,84 1,13 2,250 1,98 1,27 112.500 -65 200 629,0
MS17984C1460 /
NAS1342A3C60D

– 4210.L60

1  /   0,9970 0,9985 2,7 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 487,0
MS17984C1627 /
NAS1343A3C27D

– 4210.M27

1  /   0,9970 0,9985 2,8 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 498,0
MS17984C1628 /
NAS1343A3C28D

5315-01-443-2463 4210.M28

1  /   0,9970 0,9985 3,0 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 560,0
MS17984C1630 /
NAS1343A3C30D

5315-01-605-1331 4210.M30

1  /   0,9970 0,9985 3,1 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 526,0
MS17984C1631 /
NAS1343A3C31D

– 4210.M31

1  /   0,9970 0,9985 3,3 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 546,0
MS17984C1633 /
NAS1343A3C33D

– 4210.M33

1  /   0,9970 0,9985 3,7 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 586,0
MS17984C1637 /
NAS1343A3C37D

– 4210.M37

1  /   0,9970 0,9985 3,8 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 600,0
MS17984C1638 /
NAS1343A3C38D

– 4210.M38

1  /   0,9970 0,9985 4,0 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 611,0
MS17984C1640 /
NAS1343A3C40D

5315-01-443-8332 4210.M40

1  /   0,9970 0,9985 4,5 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 666,0
MS17984C1645 /
NAS1343A3C45D

– 4210.M45

1  /   0,9970 0,9985 5,5 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 764,0
MS17984C1655 /
NAS1343A3C55D

– 4210.M55

1  /   0,9970 0,9985 5,6 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 774,0
MS17984C1656 /
NAS1343A3C56D

– 4210.M56

1  /   0,9970 0,9985 5,7 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 784,0
MS17984C1657 /
NAS1343A3C57D

– 4210.M57

1  /   0,9970 0,9985 6,0 1,219 0,89 0,95 1,25 2,250 2,14 1,49 147.200 -65 200 815,0
MS17984C1660 /
NAS1343A3C60D

5315-01-605-1330 4210.M60

 

Reclamație

Pentru detalii suplimentare despre conformitate, vă rugăm să selecta#i codul produslui dorit.
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